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QUADRA 1/4 OVERVIEW

4893M

QUADRA ENTRANCE PANEL W/ BUTTONS. 2 WIRES

The technical specifications are subject to variations without warning.

Quadra series wall-mounted external video entry unit with mechanical buttons. Die-cast aluminium faceplate, wide-angle colour camera and

a  single  LED  for  nighttime  lighting.  Indicator  LED  for  call  sent,  lock-release  activated,  audio  activated  and  system  busy.  Adjustment  of

speaker volume and audio balance.  Power supply from bus line. External unit dimensions: 3.74"x7.68"x1.1".

AWARDS
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 AND GENERAL DATA

4893M

QUADRA ENTRANCE PANEL W/ BUTTONS. 2 WIRES

The technical specifications are subject to variations without warning.

MAIN FEATURES

Type: Monoblock

Type of finish: Die-cast aluminium

Audio/video system: Yes

Wall-mounted: Yes

Type of sensor: 1/4" CMOS

Lens size (inch): 0.08

Diagonal viewing angle (°): 100

Minimum color lighting (lux): 0.1

Horizontal resolution (TVL): 550

Signal/noise ratio (dB): 48

Maximum current absorption (mA): 250

Clamps: LL RTE COM DO SE- SE+C NC NO

Buttons to call: Yes

Total buttons: 4

Microphone volume control: Yes

Loudspeaker volume control: Yes

Operating temperature (°F): -13 ÷ 131

RH operating humidity (%): 25 ÷ 75

IP protection rating (IP code): IP54

Vandal Resistant rating (IK code): IK08

Backlighting color: White

HARDWARE SPECIFICATIONS

Customisable housing: Yes

Visual signalling: Yes

Acoustic signalling: Yes

GENERAL DATA

Height (inch): 7.68

Width (inch): 3.74

Depth (inch): 1.1

COMPATIBILITY

Kit audio/video system: Yes
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4893M

QUADRA ENTRANCE PANEL W/ BUTTONS. 2 WIRES

The technical specifications are subject to variations without warning.

ACCESSORIES

Plate  allowing  installation  of  the  Quadra  external  unit  in  1-  and  2-module  flush-mounted  boxes  by  Comelit,

Bticino and Urmet. Dimensions 137x236 mm

 

4791 Adapter plate for Quadra

Plate  allowing  installation  of  the  Quadra  external  unit  in  1-  and  2-module  flush-mounted  boxes  by  Comelit,

Bticino and Urmet. Dimensions 137x236 mm

 

Rain shield in painted aluminum for Quadra entrance panel, gray colour. Dimensions (W x H x D): 3.9" x 8.27" x

1.61".
4792 RAIN SHIELD FOR QUADRA ENTRANCE PANEL

Rain shield in painted aluminum for Quadra entrance panel, gray colour. Dimensions (W x H x D): 3.9" x 8.27" x

1.61".

Black faceplate for Quadra entrance panel with mechanical buttons
4793MB BLACK FACEPLATE FOR QUADRA W/BUTTONS

Black faceplate for Quadra entrance panel with mechanical buttons

Corten colour faceplate for Quadra entrance panel with mechanical buttons
4793MC CORTEN FACEPLATE FOR QUADRA W/BUTTONS

Corten colour faceplate for Quadra entrance panel with mechanical buttons

Aluminium colour faceplate for Quadra entrance panel with mechanical buttons
4793MA ALUMINIUM FACEPLATE FOR QUADRA W/BUTTONS

Aluminium colour faceplate for Quadra entrance panel with mechanical buttons

The kit contains 10 sheets of adhesive labels for nameplates
1217 NAME TAG SHEETS FOR QUADRA ENTRANCE PANEL

The kit contains 10 sheets of adhesive labels for nameplates
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4893M

QUADRA ENTRANCE PANEL W/ BUTTONS. 2 WIRES

The technical specifications are subject to variations without warning.

ACCESSORIES

Dedicated software for the creation and printing of nameplate and information labels for Ikall, Vandalcom, Quadra

and  316  Analog  entrance  panels.  Requires  use  of  adhesive  labels  art.1217,  1218,  1219  or  art.1220.  This

software is available to download free of charge from the Comelit website

1235A NAMEPLATE LABEL PRINTING SOFTWARE

Dedicated software for the creation and printing of nameplate and information labels for Ikall, Vandalcom, Quadra

and  316  Analog  entrance  panels.  Requires  use  of  adhesive  labels  art.1217,  1218,  1219  or  art.1220.  This

software is available to download free of charge from the Comelit website


